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1/4" GROMMET (TYP.)
INSTALLED IN DOUBLE
FOLD OF MATERIAL

6" 24"
TYP.

6"

24' TO 35'

AIR HOLES,
TYPICAL AS
REQ'D TO FILL
BANNER LENGTH

4'-6" MIN.
(TYP. EACH END)

12" 4'-6" 12" 4'-6" 12"

TIE ROPE:
MINIMUM BREAKING
STRENGTH @ 1,000 LBS
TYP.

1/4" NYLON ROPE SEWN IN THE FULL LENGTH OF
BANNER AND TIED OFF AT LAST GROMMET ON
ALL CORNERS. PROVIDE 25' OF ROPE PAST EACH
END ON BOTH TOP AND BOTTOM.

4'-6"  MIN.

14
"

TY
P.

AIR HOLES
EQUALLY SPACED
FROM TOP AND
BOTTOM

CITY OF ASHLAND BANNER SPECIFICATION
TO BE INSTALLED ALL BANNERS MUST ADHERE TO THESE

SPECIFICATIONS AND REQUIREMENTS
NOTES:  1. ALL BANNER TIE ROPES MUST BE MINIMUM 1/4" NYLON BREAKING STRENGTH @ 1,000 LBS.

2. ALL BANNERS WILL BE CONSTRUCTED WITH 12oz COTTON OR 14oz NYLON REINFORCED PLASTIC.
3. GROMMETS AND VENTS MUST FOLLOW SPECIFICATIONS IN DIAGRAM.

CITY OF ASHLAND
MINIMUM REQUIREMENTS

FOR STREET BANNER
SCALE: NONE DATE: 8-1-2021
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